Approved lubricants --—- Freigegebene Schmierstoffe T 7300

Table D-abcg "‘Standard oils for FLENDER Mining Truck Gear Units’

Tabelle D-abcg "Standard Ole fiir FLENDER Mining Truck Getriebe'
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T 7300
FLENDER gear units

2022-07-21

printed lists are not obligatory --- the current version is to be found using the following link https://www.flender.com/lubricants
base oil type and viscosity class have to be according to type plate or dimension drawing of gear box!
ausgedruckte Listen sind nicht verbindlich --- die aktuelle Version ist unter dem Link https://www.flender.com/lubricants zu finden
Grundoltyp und Viskositdtsklasse entnehmen Sie dem Typenschild oder dem MaRblatt des Getriebes!

Viscosity class DIN ISO 3348 at 40 °C (mm2/s). --- Viskositatsklasse DIN ISO 3348 bei 40 °C (mm2/s)
Brand name ISOVG100 | ISOVG150 | 1SOVG220 | ISOVG320 | ISOVG460 |  ISOVG680 |  ISO VG 1000
FLENDER Code No. --- FLENDER-Kennziffer
Markenname [ [ [ | l D12 [
Mineral oils --- Mineraldle
Viscosity class DIN ISO 3348 at 40 °C (mm2/s). --- Viskositatsklasse DIN ISO 3348 bei 40 °C (mm2/s)
Brand name ISOVG100 | ISOVG150 | ISOVG220 | ISOVG320 | ISOVG460 |  1SOVG680 |  1SO VG 1000
FLENDER Code No. --- FLENDER-Kennziffer
Markenname [ [ | | [ D22 [
Polyglycols --- Polyglykole
Viscosity class DIN ISO 3348 at 40 °C (mm2/s). --- Viskositatsklasse DIN ISO 3348 bei 40 °C (mm2/s)
Brand name ISOVG100 | ISOVG150 | 1SOVG220 | ISOVG320 | ISOVG460 |  ISOVG680 |  ISO VG 1000
FLENDER Code No. --- FLENDER-Kennziffer
Markenname [ [ [ | [ D32 [
Poly-a-olefins. --- Poly-a-Olefine
Klubersynth
GEM 4 - 680 N
Kliiber
Viscosity class DIN ISO 3348 at 40 °C (mm2/s). --- Viskositatsklasse DIN ISO 3348 bei 40 °C (mm2/s)
Brand name ISOVG100 | ISOVG150 | ISOVG220 | ISOVG320 | ISOVG460 |  1SOVG680 |  1SO VG 1000
FLENDER Code No. --- FLENDER-Kennziffer
Markenname | | | | __ | D72 |
partially synthetic oils --- teilsynthetische Ole
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